PRODUCT:

-PB-

TECHNICON [ JACOUSTIC

SCIENCE

REV061223NT

PRODUCT DESCRIPTION: Black perforated 14% open area vinyl.

Physical Property

Description - Value

Test Method

Material

Vinyl

Backing Material

Knitted Polyester/Viscose

Basis Weight 1.71b (7.6 N) +/- 5%

Width 54in (1.4 m)

Thickness 0.05 mil (0.00127 mm)
Longitudinal Transverse

Breaking Strength

22 Ib/in (250 N/cm) | 10 Ib/in (113 N/cm)

ASTM D 751

Tearing Strength

6 1b (27 N) 51b (22 N)

ASTM D 751

THE VALUES PRESENTED ARE TYPICAL AND ARE NOT INTENDED FOR SPECIFICATION PURPOSES. This
information is provided without warranty, representation, inducement or license of any kind. INCLUDING BUT NOT
LIMITED TO THE IMPLIED WARRANTIES OF MERCHANABILITY AND FITNESS FOR A PARTICULAR USE OR
PURPOSE, except that it is accurate to the best of Technicon Industries’ knowledge or obtained from sources
believed by Technicon Industries to be accurate, and Technicon Industries does not assume any legal responsibility
for the use or reliance upon same. Customers are encouraged to conduct their own tests for suitability and

conformance.
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